
Cottage Lantern 
Overlay Options:Cottage™ Lantern 

The Cottage Lantern has its origins in the shingle style houses built along the New England coast 
one hundred years ago. This fixture is also popular for English Tudor and American Foursquare 
architectural styles. All lanterns include decorative roof vents. Available with choice of Windowpane 
or T-Bar Overlay design options. 
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Straight Arm EX-5206-A10 6 8-1/4 11-1/4 7 5 dia • 1/150 
Wall Mount EX-5208-A10 8 10-3/4 13-3/4 9-1/2 5 dia • 1/150 

EX-5210-A10 10 13-1/4 16-1/2 11-3/4 • 5 dia • 1/150 2/60 
EX-5212-A10 12 16 21-1/2 13-1/2 • 7 dia • 1/150 3/100 
EX-5214-A10 14 19 24 16-1/2 • 7 dia • 1/150 3/100 

Flush Wall EX-5206-A15 6 8-1/4 9-1/4 6 4-3/4w x 5-1/4h • 1/150 
Mount EX-5208-A15 8 10-3/4 11-3/4 8 • 5-3/4w x 6-1/2h • 1/150 

EX-5210-A15 10 13-1/4 14-1/4 10 • 7-1/4w x 8-1/4h • 1/150 2/60 
EX-5212-A15 12 16 17 12 • 8-3/4w x 10h • 1/150 3/100 
EX-5214-A15 14 19 20-1/4 14 • 10-1/4w x 11-1/2h • 1/150 3/100 
EX-5216-A15 16 21 22-1/4 16 • 11-3/4w x 12-1/2h • 1/150 3/100 

Flush Ceiling EX-5206-A17 6 8-1/4 9-1/2 5 dia • 1/150 
Mount EX-5208-A17 8 10-3/4 12 5 dia • 1/150 

EX-5210-A17 10 13-1/4 15-1/2 6 dia • 1/150 2/60 

Chain Mount EX-5206-A18 6 8-1/4 12 5 dia • 1/150 
EX-5208-A18 8 10-3/4 15 5 dia • 1/150 
EX-5210-A18 10 13-1/4 20 6 dia • 1/150 2/60 
EX-5212-A18 12 16 22 7 dia • 1/150 3/100 
EX-5214-A18 14 19 25 7 dia • 1/150 3/100 
EX-5216-A18 16 21 28 7 dia • 1/150 3/100 

Stem Mount EX-5206-A19 6 8-1/4 11 5 dia • 1/150 
EX-5208-A19 8 10-3/4 13 5 dia • 1/150 
EX-5210-A19 10 13-1/4 18 6 dia • 1/150 2/60 
EX-5212-A19 12 16 21 7 dia • 1/150 3/100 
EX-5214-A19 14 19 23 7 dia • 1/150 3/100 
EX-5216-A19 16 21 26 7 dia • 1/150 3/100 

Post Mount EX-5206-A22 6 8-1/4 9-1/4 • 1/150 
EX-5208-A22 8 10-3/4 11-3/4 • 1/150 
EX-5210-A22 10 13-1/4 14-1/4 1/150 3/10 
EX-5212-A22 12 16 17 1/150 3/100 
EX-5214-A22 14 19 20-1/4 1/150 3/100 

Column EX-5206-A23 6 8-1/4 10 6 sq 1/150 
Mount EX-5208-A23 8 10-3/4 12-3/4 7-1/2 sq 1/150 

EX-5210-A23 10 13-1/4 15-1/2 9-1/4 sq 1/150 3/100 
EX-5212-A23 12 16 18-1/4 11 sq 1/150 3/100 
EX-5214-A23 14 19 21-1/2 13-1/4 sq 1/150 3/100 
EX-5216-A23 16 21 24 14-1/2 sq 1/150 3/100 

Overall length 
does not include 
post fitter sleeve. 
Fits standard 3” 
dia. round post. 
Post not included; 
see page 42. 

Overall length 
includes lantern 
with sub-base. 

Shown 
with 
support 
bracket 

Specify overall 
length in 1” 
increments. 

Specify overall 
length in 1” 
increments. 
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BRASS LIGHT GALLERY CLASSIC EXTERIORS COLLECTION 


